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BANNERS ON COMPANY DECORATIVE LIGHT POSTS
NOTES:
1. A SPRING—LOADED BREAK—AWAY BANNER ARM IS REQUIRED TO INSTALL ANY BANNER ON
PROGRESS ENERGY POSTS.
2. This note has been removed since it points to an intranet link only.

o OO >~ W

. NO BANNERS CAN BE INSTALLED ON ANY 12’ POSTS OR ANY 16" FIBERGLASS POSTS.

. NO HOLES CAN BE DRILLED IN COMPANY POSTS.

. BANNER EDGE SHALL BE A MINIMUM OF 6” FROM THE BACK OF CURB.

. COMPANY SHALL NOT BE RESPONSIBLE FOR REMOVING AND/OR RE—ATTACHING TOWN’S BANNERS

WHENEVER THE POSTS ARE REPLACED.

. CUSTOMER AGREES TO INDEMNIFY, DEFEND, AND SAVE HARMLESS COMPANY FROM ALL CLAIMS,

LOSSES, INJURIES, DAMAGES AND OTHER DEMANDS MADE AGAINST IT AND ALL COSTS AND
EXPENSES INCURRED BY COMPANY ARISING OUT OF THIS AGREEMENT UNLESS SAME SHALL
HAVE RESULTED FROM SOLE NEGLIGENCE OF COMPANY.
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NOTES: BANNERS ON COMPANY LIGHT POLES POLICY

COMPANY WILL ALLOW CITIES TO ATTACH BANNERS ON THE FOLLOWING COMPANY STREET AND AREA
LIGHT POLES IF THE FOLLOWING CONDITIONS ARE MET:

1. BANNERS WILL ONLY BE PLACED ON THE 30’ STEEL, 30" SQUARE DECORATIVE OR 35’ STEEL
DAVIT POLES.

2. THE MAXIMUM SIZE BANNER ALLOWED IS 28 1/2" WIDE BY 6’ TALL.
3. THE BANNERS MUST HAVE HALF CIRCLE AIR POCKETS CUT INTO THEM.

4. THE BANNERS MUST BE MOUNTED USING BRACKETS WITH STAINLESS STEEL BANDING TO MATCH
THE POLE COLOR. NO DRILLING OF HOLES INTO THE STEEL POLES IS ALLOWED.

5. THE LOWER BANNER ARM MUST BE MOUNTED 11’ ABOVE THE BASE FLANGE OF THE STEEL LIGHT
POLE.

6. IF POLES ARE LOCATED WITHIN 3'—0" OF "BACK OF CURB” DO NOT INSTALL BANNERS ON ROAD
SIDE OF POLE UNLESS APPROVED BY DISTRIBUTION STANDARDS.

7. COMPANY SHALL NOT BE RESPONSIBLE FOR REMOVING AND/OR REBANDING TOWN'S BANNERS
WHENEVER THE POLES ARE REPLACED.

8. CUSTOMER AGREES TO INDEMNIFY, DEFEND, AND SAVE HARMLESS COMPANY FROM ALL CLAIMS,
LOSSES, INJURIES, DAMAGES AND OTHER DEMANDS MADE AGAINST IT AND ALL COSTS AND
EXPENSES INCURRED BY COMPANY ARISING OUT OF THIS AGREEMENT UNLESS SAME SHALL HAVE
RESULTED FROM SOLE NEGLIGENCE OF COMPANY.
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NOTES: BANNERS ON COMPANY LIGHT POLES POLICY

PROGRESS ENERGY WILL ALLOW CITIES TO ATTACH BANNERS ON BOTH GRAY AND BLACK FIBERGLASS

STREET AND AREA LIGHT POLES IF THE FOLLOWING CONDITIONS ARE MET:

1. THE MAXIMUM SIZE BANNER ALLOWED MUST NOT EXCEED 28-1/2” WIDE BY 6  TALL.
2. THE BANNERS MUST HAVE HALF CIRCLE AIR VENTS OR SIMILAR CUT INTO THEM TO REDUCE

WIND LOADING AND POLE DEFLECTION.

3. THE BANNERS MUST BE MOUNTED USING BRACKETS WITH STAINLESS STEEL BANDING TO MATCH
THE POLE COLOR. NO DRILLING OF HOLES INTO THE FIBERGLASS POLES IS ALLOWED.

THE LOWER BANNER ARM MUST BE MOUNTED 11’ ABOVE GRADE OF THE FIBERGLASS LIGHT POLE.

IF POLES ARE LOCATED WITHIN 3’—0" OF "BACK OF CURB”, DO NOT INSTALL BANNERS ON ROAD
SIDE OF POLE UNLESS APPROVED BY DISTRIBUTION STANDARDS.

. COMPANY SHALL NOT BE RESPONSIBLE FOR REMOVING AND/OR RE—INSTALLING TOWN’S BANNERS

WHENEVER THE POLES ARE REPLACED.

. CUSTOMER AGREES TO INDEMNIFY, DEFEND, AND SAVE HARMLESS COMPANY FROM ALL CLAIMS,

LOSSES, INJURIES, DAMAGES AND OTHER DEMANDS MADE AGAINST IT AND ALL COSTS AND
EXPENSES INCURRED BY COMPANY ARISING OUT OF THIS AGREEMENT UNLESS SAME SHALL HAVE
RESULTED FROM SOLE NEGLIGENCE OF COMPANY.
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